
NOW AVAILABLE LEAD-FREE!

Customer Service Representatives available Monday 
through Friday  5:30 am to 5:00 pm PST 

Call: 877-222-5356 or 805-226-6297, info@zurnwilkins.com 
or visit us online at www.zurn.com

Shorter lay length  • 
      - fits in  smaller valve box or space 

Perfect for replacement or retrofit  • 
     of  any comparable competitor’s  
     valve 

Lower Life-Cycle costs • 

Inexpensive repair kits • 

Simple design  • 
      - composite housing and check    
         modules resist corrosion 
  - requires fewer labor hours to  
         maintain & repair 

Entire flow housing is removable  • 
     to facilitate check access for  
     cleaning or repair 

Top access to test cocks, shutoff   • 
     valves and check assembly 
   - easy to test 

Easy to winterize or flush the  • 
     system by using the  optional 
     blow-out / flush fitting 

NSF• ® Certified  

No-Lead Law Compliant • 

350XL Series
Double Check
Backflow Assembly

Blow-Out /  
Flush Fitting

Green Handles Indicate
Lead-Free XL Version

375XL Series
Reduced Pressure Principle
Backflow Assembly
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Model 375XL
Reduced Pressure Principle Assemblya              company

®

®

FEATURES
Sizes: q  3/4"  q  1"  q  1-1/4"  q  1-1/2"  q  2" 
Maximum working water pressure 175 PSI
Maximum working water temperature 180°F
Hydrostatic test pressure 350 PSI
End connections Threaded FNPT ANSI B1.20.1

OPTIONS
(Suf xes!can!be!combined)
q - with full port QT!ball!valves!(standard)
q S - with Model SXL lead-free bronze "Y" type strainer 
q FT - with!integral!male!45°!"are!SAE!test! tting
q AG - with air gap
q SAG - with Model SXL lead-free bronze "Y" strainer 

and air gap
q BOF - with Blow out/Flush! tting

ACCESSORIES
q    Repair kits
q    Thermal expansion tank (Mdl. XT)
q    Soft seated check valve (Mdl. 40XL)
q !!!Shock!arrester!(Model!1250XL)
q    QT-SET Quick Test Fitting Set
q    Test Cock Lock (Model TCL24)
q    Blow out / Flush  tting
       (RK34-375BOF, RK1-375BOF or
       RK114-350-375BOF))

DIMENSIONS & WEIGHTS (do not include pkg.)
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OPTIONAL  LEAD-FREE  STRAINER
                 (MODEL SXL)
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175!PSIG!180#!F175 PSIG 180ß F

3/4" 375  RP

ZURN WILKINS

APPLICATION
Ideal for use where lead free valves are required. Designed 
for installation on potable water lines to protect against both 
backsiphonage and backpressure of contaminated water 
into the potable water supply. Assembly shall provide pro-
tection where a potential health hazard exists.

STANDARDS COMPLIANCE (3/4-2")
Ÿ ASSE® Listed 1013
Ÿ IAPMO® Listed
Ÿ CSA®!Certi ed!B64.4
Ÿ AWWA compliant C511
Ÿ Approved by the Foundation for Cross Connection

Control and Hydraulic Research at the University of 
Southern California 

Ÿ NSF® Listed-Standard 61, Annex G
LEAD PLUMBING LAW COMPLIANCE
(0.25% MAX. WEIGHTED AVERAGE!LEAD!CONTENT)

Ÿ Lead!Plumbing!Law!Certi ed!by!IAPMO!R&T
Ÿ Annex!G!Certi ed!by!NSF!International

MATERIALS
Housing Reinforced Nylon, FDA approved
Fasteners Stainless Steel, 300 Series
Elastomers Silicone (FDA Approved)

Buna Nitrile (FDA Approved)
Internals Delrin, Nylon, NSF Listed
Springs Stainless steel, 300 series
Ball Valves Cast Bronze, ASTM B 584
Struts Forged Brass, ASTM B 124

MODEL 
375XL
 SIZE

DIMENSIONS!(approximate)

A B C D E F G H
WITH 
BALL

VALVES
in. mm in. mm in. mm in. mm in. mm in. mm in. mm in. mm in. mm lbs. kg
3/4 20 8 7/8 225 1 5/16 33 1 5/8 41 2 15/16 75 3 7/8 98 12 5/8 321 3 76 12 1/4 311 5.7 2.6
1 25 11 3/16 284 2 1/4 57 2 1/4 57 3 7/16 87 4 102 14 9/16 370 4 102 15 1/4 387 9.7 4.4

1-1/4 32 14 7/8 378 n/a n/a 3 3/8 86 3 3/4 95 5 3/4 146 20 1/2 521 3 3/4 95 18 1/2 470 20.5 9.3
1-1/2 40 15 1/4 387 n/a n/a 3 3/8 86 3 3/4 95 5 3/4 146 22 559 4 1/2 114 20 1/4 514 21.5 9.8

2 50 16 406 n/a n/a 3 3/8 86 3 3/4 95 5 3/4 146 24 610 4 3/4 120.7 20 3/4 527 23.5 10.7


